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CNC CONTINUOUS CUTTING 
BELT SYSTEMSApplications:

These machine are suitable for die cutting a wide range of materials including 
textiles, plastics, rubber, foam, composites, paper & paperboard, wood, leather, cork, 
automotive upholstery, gaskets, filters, abrasives, shoe components, envelopes, 
medical supplies, packaging, sponges, caps, linings, balls, stickers, floor tiles, leather 
goods, floor mats, toys, and more.

Features & Benefits:
⊲⊲ Recirculating Ball Screw carriage drive guarantees positional 

tolerances of ± 0.004” (0.1 mm).

⊲⊲ High precision four post mechanically adjustable stops ensure a 
repeatable accurate cut depth. Prevents over cutting into, or through, 
the nylon cutting belt and maximizes its useful life.

⊲⊲ Clamping Beam feed allows positive feeding of multi layered 
materials without slippage between the layers.

⊲⊲ Continuous Nylon Cutting Belt (CCB), provides a feeding solution for 
all materials, especially flimsy or limp products that would ordinarily 
be difficult to feed.

⊲⊲ Optional complimentary nesting software is available. Provides 
seamless input while providing optimized output.

⊲⊲ Program memory of up to 9,999 individual nested patterns.

Model CPC - BT27 CPC - BT33 CPC - BT44 CPC - BT77

Cutting Force 27 US Tons 33 US Tons 44 US Tons 77 US Tons

Max. Open Daylight* 6.3” 5.5”

Max. Stroke 5.1” 4.3”

Traverse Speed 39.3” / Second

Down Stroke Speed 5.9” / Second 5.5” / Second 4.7” / Second

Up Stroke Speed 6.7” / Second 4.7” / Second 3.9” / Second

Platen Size 19.6” x 19.6” (Larger sizes available)

Bed Size 19.6” x 70.8” (Larger sizes available)

Pump Motor 5 HP 7.5 HP 7.5 HP 10 HP

Positioning Motors 1 HP x 2 (or 3)

Net weight 12,100 lbs 12,540 lbs 15,400 lbs 18,700 lbs

Dimensions (w, d, h) 94.5” x 27.5” x 86.6” 94.5” x 30” x 86.6”

*Measured from underside of platen to bed

NESTED CUTTING MAXIMIZES MATERIAL YIELD  
& SAVES UP TO 20 %


